Stride SE2 Series Unmanaged Industrial
Ethernet Switches and Media Converters

SE2 Series DIN Rail mounted switches

™
Features

- Broadcast storm protection N
- Wide temp range option
- Optional panel mounting accessory

- 12, 24,48 VDC & 18-30 VAC
redundant input

- GbE models
« Haz Loc
« IP30 metal cases

« 5-year warranty

RoHS

c¢UL)us CE «/

RoHS Compliant

ride SE2 Unmanaged Models
Part Number Price %155 Fiber | ! "”{% L ';Ve’ Operating Temp | Agency Approvals
SE2-MC2U-C1-T 1 - 15C 4010 +75°C
SE2-MC2U-T1-T 1 - 187 ", (400 +167°F)
: 0t0+60°C
SE2-SW5U ; - - (+1410 4140°F)
SE2-SW5U-T - -
SEZ'SW5UG'T - 5 - 45W -40 t0 +75°C
SE2-SW5U-1C1-T 4 - | 1se - (4010 +167°F)
SE2-SW5U-1T1-T 4 - 187 ' UL/CUL 61010-1 and
10 to +60°C 61010-2-201,

SE2-SW8U 5 - - (+1410 +140°F) Hez Lo,
SE2-SW8U-T - - 16w CE
SE2-SW8U-2C1-T 6 - 2SC '
SE2-SW8U-2T1-T - | asr

. L _ _ 4010 +75°C
SE2-SW8UG-T g o 1w (-40to +167°F)
SE2-SW10UG-2P-T - SFp*
SE2-SW16U-T 16 - - oW
SE2-SW18U-2G-T 16 2 -
* Optional SFP modules sold separately. Use only Gigabit speed SFPs with SE2-SW10UG-2P-T.

Panel Mounting Brackets

Stride SE2 series DIN-rail mounted switches can be panel mounted with the addition
of the optional panel mounting brackets SE2-PM1 or SE2-PM3.

SE2-Series Panel Mounting Brackets

Part Number Price For use with switch model

SE2-PM1 SE2-SW5Ux, SE2-SW8U-x, and SE2-MCx

SE2-SWPx, SE2-SWBUG-T, SE2-SW10UG-2P-T,
SE2-SW16U-T, SE2-SW18U-2G-T and all SE2 managed switches

SE2-PM3 SE-PM1 SE-PM3
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Stride SE2 Series Unmanaged Industrial
Ethernet Switches and Media Converters

SE2 Series DIN Rail mounted switches

** DIP switch 11 is unused on the

10/100 models.

Front Panel LEDs

LED State Description
On Power 1 connected and operational
PWR1 LED :
off Power 1 no voltage
On Power 2 connected and operational
D off Power 2 no voltage
Indicates that there is a proper Ethernet connection (Link) between the
On port and another Ethernet device, but no communications activity is
detected.
.. | Indicates that there is a proper Ethernet connection (Link) between the
ACT/LNK LED\ Blinking| port and another Ethernet device, and that there is communications
activity.
Indicates that there is not a proper Ethernet connection (Link) between
off the port and another Ethernet device. Make sure the cable has been
plugged securely into the ports at both ends.
%w% LED On A 100 Mbps (100BaseT) connection is detected.
Mzglels off A 10 Mbps (10BaseT) connection is detected.
Speed LED On A 1000 Mbps (1000BaseT) connection is detected
1 o
IV%ZIgZ?ﬂ 600 off A 100 or 10 Mbps (100BaseT or 10BaseT) connection is detected

/communicati

ons

General Specifications SC/ST Fiber Port: (100BaseFX multimode)
Operating Mode Store and forward wire speed switching, non-blocking Optimal Fiber Cable 50/125 or 62.5/125 ym
Devices Supported Al IEEE 802.3 compliant devices are supported Center Wavelength s JS?S ZTm W
MAC Addresses 8K for SE2-SWG-T, SE2—82\&V1 6UT, SE2-SW1BL-26-T Multimode > Transmitter power (dBm): -21 min, -17 typ, -14 max
0.75 Mpps - SE2-MC2U-x, SE2-SW5U & SE2-SW5U-x _ _ > Receiver sensitivity (dBm): -34 typ, -31 max
Packet F ding Rat ;m’lpps -SSEEZZé_ %vV\é%deT Nominal Max. Distance 4km
dCKel rorwarding rRate 4 VIpPS - obZ-oWVoUa-1 |EC 60825-1, Class 1; FDA 21 CFR 1040.10 and
J 14.9 Mpps - SE2-SWBUG-T & SE2-SW10UG-2P-T Eye Safely (laser) 104011
5.7 Mpps - SEZ-SWA6U-T & SE2-SW1BU-2G-T
Broadcast Storm DIP switch enabled (DIP switch T ON)
Protection RJ45 Ports
Jumbo F s ’ DIP switch enabled for SE2-SW5UG-T, SE2-SW8UG-T, Port Ti Shielded RUA
umopo rrame Suppo, SE2-SW10UG-2P-T and §EZ—SV\Q8U—2G—T only ort Iype ielde 5
DIP switch ITON) Ethernet Compliance IEEE 80231, 802.3u, 802.3x for 10/100 Ethernet
Latency <10ps 4 IEEE 802.3ab, 802.3z for Gigabit Ethernet
Yes, allows you to use straight-through or
Storage Temperature Range -4010 +85 °C (-40to +185 °F) Auto-Crossover crossover wired cables
Humidity ) 510 95% RH Auto-Sensing Operation Yes, full and half duplex
L_f””_’""””de;'sﬁ‘l) " : — Auto-Negotiating Speed Yes
l.mm{lmen al Air 0 corrosive gases permitte Flow Control Automatic
W”at’a{" '_Shack & Freefall IEC60068-2-6, -27, -32 Cable Requirements | Twisted pair (Cat5e or better) (shielded recommended)
EMI Emissions FCC CFRA7 Part 15, EN55032/CISPR32, Class A. Max. Cable Distance 100 meers
IEC61000-4-2 (ESD): 4/~ 6KV (contact), +/- 8KV (ai)
|EC61000-4-3 (RS): 10V/m (B0MHz ~ 2GHz)
EMS IEC61000-4-4 (EFT): Power Port +/- 2kV; Data Port: +/- 1KV
IEC61000-4-5 (Surge): Power Port: +/- 1kV/DM, +/- 2kV/CM:; Power Details
Data Port +/- 1kV (+/- 2kV for 16 and 18 port models) 5
IEC61000-4-6 (CS): 10V (150kHz ~ 80MHz) Power Input Redundant Input Terminals
RoHS and WEEE RoHS (Pb free) and WEEE compliant Input Voltage Class 2 Power S“p%%’}sg]zl_‘ég VDG, 18-30VAC
Packaging and Protection Metal case, IP30 Reverse Power es
: ANSI/ISA 12.12.01-2015 & CSA 22.2 No. 213-15 (Class |, Protection
Hazardous Location. o (5 ;
ols ~ocations UL/cULDg/i%)1gl—l1e ﬁﬁg%q%?&mo i Power Consumption Refer to Stride SE2 Series Unmanaged Models table
Agency Approvals Class 1, Div. 2, Groups A, B, C, D, (UL file #£200031)
CE
* Broadcast storm threshold value is 2 packets/100ms for 10 Mbps port or 2 packets/10ms for 100 Mbps “
and 1000 Mbps ports.

SFP (pluggable) ports accept 1000Mbps Mini-GBIC (SFP) transceivers

See SFP datasheet

for optional fiber transceiver specification

Communication Products
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Stride SE2 Series Unmanaged Industrial
Ethernet Switches and Media Converters

SE2 Series DIN Rail mounted switches Dimensions
Allow 20mm (0.79") clearance around the switch for cooling mm [Inches]
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See our website: for complete engineering drawings.
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Stride SE2 Series Unmanaged Industrial

Ethernet Switches

SE2 Series DIN Rail mounted switches Dimensions
Allow 20mm (0.79") clearance around the switch for cooling mm [Inches]
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See our website: for complete engineering drawings.
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Stride SE2 Series Unmanaged Industrial

Ethernet Switches

SE2 Series IP65 Rated

Features

« Rugged IP65 rating

« Tight M12 connections
» Wide temp range

- Panel mount

1P65

« 12, 24,48 VDC and 18-30 VAC

redundant input

« Complies with EN50155 and

EN50121 industrial standards

« 5-year warranty

cus c €

RoHS

V

RoHS Compliant

E2 Series IP65 Rated Models
Part Number Price 1%%’,” ll;gSs Input power (max.) Operating Temp Agency Approvals
SE2-SW5U-N65-T 5 UL/cUL 610101,
46W -40to +75°C (-40 to +167°F) UL/cUL 6010-2-201
SE2-SW8U-N65-T 8 CE, EN50155, EN50121

tCMP-18
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Stride SE2 Series Unmanaged Industrial

Ethernet Switches
SE2 Series IP65 Rated

General Specifications

Power Details

Power Input Redundant Input M12 connector

Input Voltage Class 2 Power Supply: 12-48 VDC, 18-30VAC 50/60 Hz
Power Input Ports M12, male, A-coding, 4-pin

Reverse Power Yes

Protection

/communications

Communication Products

Operating Mode Store and forward wire speed switching, non-blocking 10/100BaseT ports M12, female, D-coding, 4-pin
Devices Supported Al IEEE 802.3 compliant devices are supported Ethernet Compliance IEEE 802.31, 802.3u, 802.3x
MAC Addresses 2K Auto-Crossover Yes, allows you to use straight-through or
Packet Buffer Mbit _ _ crossover wired cables
Auto-Sensing Operation Yes, full and half duplex
Packet Forwardin, g2
o g 1.2 Mpps Auto-Negotiating Speed Yes
Latency “10ps Flow L‘ontra! | Automatic
Storage Temperature Cable Requirements Twisted pair (Cat5 or better) (shielded recommended)
Range -4010 485 °C (4D t0 +185 °F) Max. Cable Distance 100 meters
Humidi[y 510 95% RH *Note-M12 caps (ZP-JBH-CAP) need to be used on open (disconnect) ports.
(non-condensing) 0=
Pollution Degree 2 ront Panel LEDs
Vibration and Shock IEC60068-2-6, 27, -32 LED State Description
Freefall IEC60068-2-32 On Power 1 connected and operational
Power 1 LED
Safety EN60950-1 off Power 1 no voltage
EMI Emissions FCC CFR47 Part 15, EN55032/CISPR32, Class A Power 2 LED On Power 2 connected and operational
lEI(l:E?.‘.1 q00—4—2 (ESD): + 6KV (contact), + 8kV (air) off Power 2 no voltage
£1000-4-3 (RS): 20V/m (80MHz ~ 2 GHz)
IEC61000-4-4 (EFT): Power Port = 2V: Data Port + 2/ | | Ethernet Port | O" Ethernet port connected
EMS IEC61 PEO(?G?U% (()Surge): Power Port: + 1kV/DM, + 2KV/CM Connection Blinking Ethernet port active
-4-6 (CS): 10V (150 kHz ~ 80 MHz) Status LED .
IEC61000-4-8 (Povier frequency magnetic field) :50 Hz ot Eihernet port no connection
100A/m
IEC61000-4-9 (Pulsed magnetic field) :300A/m
IEC61000-4-29 (Voltage short interruptions) :10ms 100%
RoHS and WEEE RoHS (Pb free) and WEEE compliant
Packaging and
Protection Metal case, IP65
UL/cUL 61010-1
Agency Approvals UL/cUL 61010-2-201, (UL file #E157382),
CE, EN50155, EN50121

tCMP-19
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Stride SE2 Series Unmanaged Industrial

Ethernet Switches
SE2 Series IP65 Rated

tCMP-20
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SE2-SW8U-N65-T

See our website: for complete engineering drawings.
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Strfde Unmanaged Industrial Ethernet Switches

Unmanaged Switches offer:
* Reliable connectivity
* Industrially hardened
* Simple installation

For detailed
specifications on all
models, see following
pages

SE2 Series IP65

SE Series SE2 Series DIN Rail

starting at $97 starting at $78 starting at $327
- =

\ Broadcast Storm Protection

\ Industrial Temperature Ranges

Standard Temp -10 to +60°C -10 to +60°C —
Wide Temp -40to +85°C -40t0 +75°C -40to +75°C
‘ Port Connectivity

Port Count 2109 21018 58
RJ45 Port Speed up to 100 Mbps up to 1000 Mbps —
M12 Port Speed — — up to 100 Mbps
Fiber Optic Ports v v —
PoE+ Ports — v —

SFP Ports - V4 —

| Mowting

DIN Rail Mount v v -
Panel Mount v v v
Redundant Power Inputs v v Ve
Reverse Polarity Protection V4 v v
Power LED v v v
UL508 or UL61010 4 V4 V4

Haz Loc-Class 1 Div 2 V4 V4 —
IECEx V4 — —
ATEX Zone 2 v — —

CE v v v
EN50155 & EN50121 — — v

\ Warranty

T s T s

 Activity, Link & Speed LEDs

/communications Communication Products tCMP-11



Stride Industrial Ethernet Fiber Transceivers
Fast Ethernet

Description:

STRIDE 100Mb Small Form Factor Pluggable (SFP) trans-
ceiver modules (Transmit/Receive). Hot Swappable. 1310nm
wavelength. Data transmission up to 4km multimode fiber

(SEP-4K-FMF) or 30km singlemode fiber (SFP-30K-FSF). LC

duplex receptacle, SFP Multi-Source Agreement compliant.

‘E NOTE: PORT SPEED SETTINGS FOR THE STRIDE General Specifications

SWITCH MUST BE MANUALLY SET T0 100 Maps. Connector Type Type LC connector with bail latch
Lioh Max T Operating Temperature range -40 10 +85 °C (-40 o +185 °F)
Part Number ~ Mode ight ax 'rans.  pipg Storage temperature range -4010 485 °C (-4010 +185 °F)
Source  Distance S : .
- Humidity (non-condensing) 510 95% RH
SFP-AK-FME | Mitimode| | 4w Link Speed Gigabit Ethernet
_30K- inale- ' FP laser diode
SFP-30K-FSF | Single-mode 30km Laser Type (Class 1 laser safety standard IEC 60825 compliant)
Note: Use only Gigabit speed SFPs with SE2-SW10UG-2P-T SEP-4K-EMF Multi-mode Fiber
Media
: SFP-30K-FSF Single-mode Fiber
; B | d narad
Parameter (unit) Minimum | Typical | Maximum . SFP-4K-FMF 625/125ym
Fiber
Output optical SEP-AKFME 5 0 SFP-30K-FSE 9/125 um
power (dBM) SFP-30KCFSF | -15 8 SFPAKFNF G
Code
L . SFP-4K-FMF SFP-30K-FSF 100LX
Extinction Ratio (dB) 82 —
SFP-30K-FSF SFP-4K-FMF 4km
Distance
Center Wavelength SFP-AKFME SFP-30K-FSF 30km
1261 1310 1360
(nm) SFP-30K-FSF 2 i
SFP-AK-EMF 125Mbps IEEE802.3u 100BASE-FX compliant
SFP-AK-FMF 7 _ 125Mbps FDDI ISO/IEC 9314-1 compliant
glllﬁgi;g;nljlldlh i Compliances 125Mbps IEEE802.3ah 100BASE-LX10 compliant
SFP-30K-FSF 4 SFP-30K-FSF 155Mbps ITU-T G957 STM S-1.1/L-1.1 compliant
155Mbps SONET OC-3 IR-1/LR-1 compliant
Rise / Fall Time - SEPACEME 9 Inputs / Outputs AC-coupled differential inputs and outputs
10% - 90% (ns) | sep-sox-rsr
Recelver Uptica nara ) )
Parameter (unit) Minimum | Maximum Dimensions ¢
o SFP-4K-FMF -30 Inches [mm] 053 5 0 5
Sensitivity (dBm) [135] 0 =
SFP-30K-FSF -34 #
. _4K-] 0.33
Operating SEP-4K-FME 009 e
1260 1620 [2.3]
Wavelength (nm) | ocp a3 rsr ¢
. SEP-4K-FMF 20 @i@ C1oes] @ == %
Loss of Signal - — i : | |
Deasserted (dBm) | qp g sr 35 f %
Loss of Signal - SFE-ACEME 5 0 |0 S
Asserted (dBm) SFP-30K-FSF
-
Loss of Signal - SEP-AKFME 0 Safety Standards: :
Hysteresis (dB) SFP-30K-FSF

cus C€ E R:;S F@

) E_uropgan — US Emissions
Electrical Safety Directives WEEE Compliant RoHS Compliant
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Stride Industrial Ethernet Fiber Transceivers
Gigabit Ethernet

Description:

STRIDE Gigabit (1.25GB) Small Form Factor Pluggable (SFP)
transceiver module (Transmit/Receive). Hot Swappable. Short
or long wavelength of 850nm or 1310nm, dependant on
model. Supports data transmission up to 550 meters, 2km,
10 km, or 30 km on a single-mode or multi-mode fiber,
dependant on model. LC duplex receptacle, SFP Multi-Source

General Specifications

Agreement compliant.

Connector Type Type LC connector with bail laich
Light  Max Trans. : Operating Temperature range -40to +85 °C (-40 to +185 °F)
Part Number  Mode g, 0 "pistance  Price Storage temperature range 4010485 °C (40 1o +185 °F)
Humidity (non-condensing) 50 95% RH
SFPo00-GMF| . g |50 VCSEL| 550 Link Speed Gigabi Efernt
_2K- VCSEL laser diode
w 1310 nm, FP il SFP-500-GME (Class 1 laser safety standard IEC 60825 compliant)
SFP-10K-GSF 10 km SFP-2K-GMF FP laser diode
S—FP o Single-mode pPOP— RO Laser Type SFP-10K-GSF (Class 1 laser safety standard IEC 60825 compliant)
~oUR- nm, m DFB laser diode
e SFP-30K-GSF .
Note: Use only Gigabit speed SFPs with SE2-SW10UG-2P-T e aflysandard JEC 60825 complian)
SFP-oK.GMF Multi-mode Fiber
a Uptical chara Media SFP—_10};—GSF
Parameter (unit) Minimum | Typical | Maximum SEP-30K-GSE Single-mode Fiber
SFP500GME | -95 ] SFP-500-GMF
Output optical SFPOKGME | -9 5 Fibr SEP-2K-GMF 50/125 pm and 62.5./125 m
power (dBM) SFP-10K-GSF 95 -3 SFP-10K-GSF 97125 1m
SFP-30K-GSF -2 1 3 SFP-30K-GSF v
SFP-500-GMF SFP-500-GMF SX
— . o[ SEP-K-GMF SFP-2K-GMF SX2
Extinction Ratio (dB) 5ok oor 9 Code SFPI0K-GSE X
SFP-30K-GSF SFP-30K-GSF Ihx
SFP-500-GME | 830 850 860 SFP-500-GMF 550m
Center Wavelength | SFP2KGMF | 1270 1355 Distance SFP-2K-GMF 2%m
(nm) SFP-10KGSE | 1285 | 1310 | 1343 SFP-10K-GSE 10 km
SFP-30KGSE | 1270 1355 SFP-30K-GSF 40km
SFP-500-GMF 0.85 1.0625Gbps Fiber Channel FC-PI 100-M5-SN-I compliant
Spectral width - SFP-2K-GMF 4 SFP-500-GMF | 1:0625Gbps Fiber Channel FC-PI 100-M6-SN-I compliant
RMS (nm) SFP-10K-GSF 28 plas U 1.25Gbps IEEE 802.3z 1000BASE-SX compliant
SFP30KGSF ] Compli 1.25Ghps IEEE 802.3ah 1000BASE-SX compliant
s e
i ime - FP-2K-GMF 10 . ps Fiber Channel FC-PI 100-SM-LC-L complian
Z,’,i}f, / 5?11"27}/’115 e 260 SEPTOKGEF 1.25Gps IEEE 802.3 1000BASE-LX compliant
SFP-30K-GSF SFP-30K-GSF 1.25Gbps Gigabit Ethernet compliant
Inputs / Outputs AC-coupled differential inputs and outputs
e Untica nara
Parameter (unit) Minimum Maximum Dimensions ¢
SFF-500-GMIE 7 Inches [mm] 053 0 s
g SFP-2K-GMF. 9 < =
Sensitivity (dBm) |0k s 2 [13) %ﬁ 0 = D
SFP-30K-GSF -3 %
SFP-500-GMF 770 860 053
Operating SFP-2K-GMF 1260 1610 6 [8.5]
EP_1NK- .
Wavelength (nm) 23;8 8§E 1270 Egg ‘ r
SFP-500-GMF ﬁ 0.49 Q: L %
Return Loss (dB) ~ —SEo-2KGUE 12 ey ] A\ ) {
SFP-10K-GSF | % f
SFP-30K-GSF
SFP-500-GMF 75 B
Loss of Signal - SFP-2K-GME -19 H |0 S
Deasserted (dBm) | SFP-10K-GSF 20
SFP-30K-GSF 23 ‘ -
SFP-500-GMF ] - Ay
Loss of Signal - SFP-2K-GMF . Safety Standards:
Asserted (dBm) SFP-10K-GSF
SFP-30K-GSE C€ RoHS ®
} SFP-500-GMF c @ Us
h”sf of s.’g'(’:é)' sSFFFf‘?gKGGMSF 05 s European — US Emissions
steresis -10K- ' Electrical Safety pirecti ;
y SFP30KGSE irectives  WEEE Compliant ¢ ue compliant

tCMP-10
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